


Portable Compressors PDS Series

Compressor supplying air energy at 
construction site

Made in Japan �À�S�U�S�’�ƒ�¦���‘�|���t�ˆ�n

PDS390S

PDS265S

PDS185S
Available in a wide range of models to meet your need. Featuring 

sound-proof structure and low noise, easy operation, and complete monitoring 

system. High-performance compressor with proven reliability and high ef�ciency. 

• Compressor
Type 
Free Air Delivery m3/min

Rated Operating Pressure
kg/cm2

(kPa)(PSIG)
Receiver Tank Capacity m3 (US gal)

Air Outlets

• Engine
Make and Model
No. of Cylinder

Type 

Total Displacement L
Power Output kW
Speed rpm
Fuel Tank Capacity L
Lubrication Oil Capacity L

• Dimensions & Weight
Overall Length mm
Overall Width mm
Overall Height mm
Net Dry Mass kg

50A(2") x1 pc,
20A(3/4") x4 pcs

50A(2") x1 pc,
20A(3/4") x4 pcs

4

4 cycle, water-cooled, direct injection with turbo charger
4 cycle, water-cooled, direct 

injection

ISUZU DD-4BG1TYANMAR 4TNV88-BDHKS YANMAR 4TNV98T-NHK

20A(3/4") x2 pcs

2,960 2,980 3,060
1,650 1,630 1,760
1,510 1,715
860 1,320 1,825

1,525

7.4 10.5 13

2.189 3.318 4.329

90 115 180

36.4 61.2 80.9
3,000 2,500 2,400

Model 

Rotary Twin Screw, Single-Stage, Oil-cooled
5.2 7.5 11.0

PDS185S
-6C2

PDS265S
-4B2

PDS390S
-4B1

7 (690) (100) 7 (690) (100) 7.1 (700) (102)

0.02 (5.3) 0.069 (18.2) 0.098 (25.9)

RWTS-AMAC-0011216


