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Portable Screw Compressor
PDS Series

Compressor Supplying High Pressure Air for 
Industrial and Construction Needs

Unique Twin Screw Design Service Ability

Tough Metal Construction

Shut Down & Protection System Silent
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PDS185S

Portable Compressors PDS Series
Available in a wide range of models to meet your needs. Featuring sound-proof structure and low noise, easy operation, and complete 
monitoring system. High-performance compressor with proven reliability and high efficiency

Compressor
Type Rotary Twin Screw, Single-Stage, Oil-cooled

Free Air Delivery - m3/min (CFM) 5.2 (185) 7.5 (265) 11.3 (400) 

Rated Operating Pressure - kg/cm2-Bar (PSI) 7 (100) 7 (100) 7.14 (102) 

Compressor Oil Tank Capacity (L) 15 30  40

Air Outlets Valves  (3/4") x 2 pcs  (2") x 1 pc,  (3/4") x 4 pcs  (2") x 1 pc, (3/4") x 2 pcs

Dimensions & Weight
Overall Length (mm) 2,960 2900 3665

Overall Width (mm) 1,650 1540 1975

Overall Height (mm) 1,510 1650 1773

Net Dry Mass (kg) 860 1350 1780

Engine
Make and Model YANMAR  4TNV88 YANMAR  4TNV98T KUBOTA V3800DI-T1

No. of Cylinder 4

Type 4 cycle, water-cooled, direct
injection 4 cycle, water-cooled, direct injection with turbo charger

Total Displacement (L) 2.189 3.318 4.329

Power Output (kW) 34.9 61.2 75.2

Speed (rpm) 3,000 2,500 2600

Fuel Tank Capacity (L) 90 115 178

Lubrication Oil Capacity (L) 13 10.5 13

Specifications

Model PDS185S-6C2 PDS265S-4B2 PDS400S-6B5

PDS265S
PDS400S


