Denyo* s

DCA-400SPK2
GENERATING SET

High Performance
Voltage Regulation Within £1.0%
Easy Maintenance




Specifications

Glda) gall

AC Generator WLl Wge
Frequency (Hz) 50 Hz 60 Hz (SEm) 2l
Output Rating KVA Continuous 350 400 5 _yausall (el i 1) 21,0 el
utput Ratin el Sl g8l Ac bl
P 9 Standby 385 440 (5 el -
No. Of Phase 3-Phase, 4 Wire BIPAYRYS
No. Of Pole 4 sy aae
Rated Voltage (V) 190~220V and 380~440V 190~240V and 380~480V [(GBE) P KPPIN|EVER
Generator RPM 1500 1800 (A88a /5 50) A sall A yus
Power Factor (Lagging) 0.8 delainy) Jale
Voltage Regulation (%) +1.0 (%) 24l ahasi dus
Excitation Brushless, Rotating Exciter with AVR  _ shia (Sila sisf alaie 2eally oSl U
Insulation & Protection Class F laall 5 Jall As
Country of Origin Japan oL sl aly
Diesel Engine Jpdl dyow
Model Komatsu SA6D140-1 & aall i e
Water-cooled diesel engine, direct injection,
Type turbocharged with after-cooler &
2l - elally a5 - lalay dli - O ae

Power Output (hp) 421 (1500rpm) | 485 (1800rpm) (Chan) yadlis A
No. of Cylinders 6 i sl 2ae
Bore x Stroke (mm) 140 x 165 (pe) Lo sl Jsha x 430 shans¥) Lad
Displacement (L) 15.24 () & aall G
Fuel Diesel Fuel (ASTM No. 2 or equivalent) sigle s

Adisy o SIASTM No. 2 J3 255 ¢
Fuel Tank Capacity (L) 490 () 25850 O A dans
Engine Oil Capacity (L) 74 (A) sl da
Coolant Capacity (L) 68.4 (L) 2sall dass
Battery 190H52 x 2 Lkl & 53
Dry Weight (Kg) 5420 (&) ol oo

Dimensions LxWxH (mm)

4200 x 1400 x 2100

() Jsbx oo xg i) - sl

Sound Level 7m dB(A) 67 /68 (i) o 7 2m e mll (5 sinse
Country of Origin Japan LUl Lol ol
Fuel Consumption 3999J1 SMlgiwl
Fuel Consumption Load % 25% 50% 75% 100% Usaad) dus 258 51l gl
(L/h) 50 Hz 21.7 36.3 52.1 68.2 s 50 (el )
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